
K72 Flexible Style Traffic Post
Aesthetic Design. Proven Safety Performance.
 

The K72 Flexible Style Traffic Post from US Reflector combines the visual appeal of a traditional steel post with 
the advanced performance of a modern flexible delineator. Designed for today’s urban environments, the K72 
enhances roadway safety while complementing streetscape aesthetics.

Designed for Visibility & Impact
 

The K72 post is engineered to clearly define traffic zones, bike lanes, and pedestrian areas. Its 
wide-profile design provides stronger visual separation compared to standard thin posts—helping 
motorists instantly recognize protected spaces.
 
Equipped with reflective collars, the K72 ensures high visibility in both daytime and nighttime conditions, 
improving safety for drivers, cyclists, and pedestrians alike
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Compatible with Vision Zero and Complete Streets initiatives

The K72 Flexible Style Traffic Post provides a durable, high-visibility, and cost-effective delineation solution for modern roadway 
infrastructure. Its combination of flexibility, strength, and visual presence makes it an ideal choice for DOT agencies, municipalities, 
and engineers seeking reliable long-term performance.
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Flexible. Durable. Self-Erecting. 
 

Built from high-performance flexible materials,  
the K72 post is designed to: 
 
	 Absorb vehicle impact without damage 
	 Flex on contact and return upright automatically 
	 Reduce maintenance and replacement costs 
 
Easy Installation & Maintenance 
 

The K72 utilizes a single-point anchor system, allowing for: 
 
	 Quick installation or removal 
	 Secure mounting on asphalt or concrete 
	 Optional adhesive or base-mounted applications 
 
 
Versatile Applications 

The K72 is ideal for a wide range of traffic and municipal uses,  
including: 
 
	 Protected bike lanes 
	 Crosswalk enhancements 
	 Traffic calming zones 
	 Medians and lane separation 
	 Parking areas and work zones 
 
Customization Options 
 

The K72 is available in a wide variety of configurations to match project needs:
	 Standard colors: White, yellow, black, gray, green, brown 
	 Custom color options available 
	 Reflective films: High-intensity, diamond-grade

The K72’s  self-erecting  
capability ensures the post 
maintains a consistent vertical 
position even after repeated 
impacts. 

This efficient system minimizes 
disruption to roadways and 
reduces labor time. 

The K72’s unique “style post” 
design also adds character to  
urban environments while  
discouraging illegal parking. 

Color flexibility allows 
municipalities and designers to 
maintain both safety standards 
and visual consistency.
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Why Choose the K72? 
	
	 Enhances Vision Zero roadway safety initiatives 
	 Combines aesthetics with performance 
	 Reduces long-term maintenance costs 
	 Improves compliance and lane discipline 
	 Supports modern traffic calming strategies 
	 A New Standard in Traffic Delineation 
 
The K72 Flexible Style Post represents the next generation of traffic safety devices—where function 
meets design. Whether deployed in dense urban corridors or community streets, the K72 delivers 
reliable performance while elevating the look of your roadway infrastructure.

EcoGuide™ Streetscape System

Direct 
Attachment 

Raised Rubber 
Curbing

Rubber Base for  
surface attachtment

Single T-Bar anchor facilitates quick installation and 
removal of the K72 post

The K72 Flexible Style Traffic Post is part of the EcoGuide™ Streetscape System, an integrated  
family of sustainable traffic calming and delineation products designed for flexible, site-specific  
deployment. This system allows for direct installation onto both asphalt pavement and concrete  
surfaces, while also integrating seamlessly with modular solid rubber curbing and base units for adhesive  
(glue-down) applications. Together, these components provide a consistent single-point anchoring 
solution, regardless of post placement or roadway configuration—ensuring simplified installation,  
reduced labor, and uniform performance across a wide range of applications, as illustrated in the  
images below.

The K72 utilizes a single-point anchor system, allowing for Easy Installation & Maintenance
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K72 DESCRIPTION & EXAMPLES
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1. Product Description 
The K72 is a tubular, impact-resistant, flexible traffic post 
designed to provide vertical delineation for roadway guidance 
and separation. The post is engineered to withstand repeated 
vehicular impacts while maintaining structural integrity and 
returning to its original upright position. 
 
The wider profile enhances driver recognition compared to 
standard channelizer posts, improving compliance in critical 
safety zones.

2. Materials & Construction 
Constructed from high-durability, UV-stabilized flexible 
polymer. Engineered for all-weather performance, including 
extreme temperature conditions 
Resistant to cracking, fading, and degradation from UV  
exposure and road salts.  
Designed for long service life under repeated 
impact conditions

3. Performance Characteristics 
Self-restoring design: Returns to vertical position after impact 
Impact resistance: Withstands multiple vehicle strikes without 
permanent deformation 
Non-corrosive construction: Suitable for coastal and 
high-moisture environments 
Reduced maintenance cycle compared to rigid or breakaway 
posts

4. Mounting & Installation 
The K72 utilizes a single-anchor mounting system, allowing for 
secure installation on both asphalt and concrete surfaces. 
 
Installation options include: 
Mechanical anchor (standard) 
Adhesive mount (project-specific applications) 
raised Curb Surface-mounted base systems 
 
Key installation benefits: 
Minimal roadway disruption 
Fast deployment for phased projects 
Easy replacement or repositioning
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DESIGN DIMENSIONS 
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The K72 Flexible Style Traffic Post provides 
a durable, high-visibility, and cost-effective 
delineation solution for modern roadway 
infrastructure. Its combination of flexibility, 
strength, and visual presence makes it an 
ideal choice for DOT agencies, municipal-
ities, and engineers seeking reliable long-
term performance.

TECHNICAL SPECIFICATIONS K72 SELF ERECTING MARKER POST

Identity K72 STYLE Emergency 
Contact Number 888-906-9327

Manufacturer US REFLECTOR Company Inc.

Address 610 N. Mountain Rd

City - State - Zip Newington CT 06111

Phone 860-289-8033

DESCRIPTION Flexible Bollard with anchor bolt

Part # 4A-C-0405 (+Color post + Color film) 

Type Mold

Materials Polyethylene 

Reflective film type Standard: 3M High Intensity (Flexible) 

Optional: Diamond grade other as specified 

Interior anchor plate 14 Gage C.R.S. Zinc plate 

Anchor bolt M12 (0.50 x 5.5 inches)

DIMENSIONS Inches Centimeter

Height  29 74

Width top 8 20

Width center 6 15.2

Base 10 25.4

Film width 3 7.6

Film width X3 4 10

WEIGHT
LBS Kgs

4 1.8

STANDARD COLORS Warm Gray, Dark Gray

DRAWING in INCHES

SECTION II CHARACTERISTICS

SECTION 1 IDENTITY

SECTION III: BENEFITS
ANTI-PULLOUT ANCHORING: The K72 Self-Erecting Style Post screws easily into a sleeve. The sleeve (part # 4A-HDW-0926) is coupled to the roadway 
by use of an adhesive resin, providing waterproofing and preventing infiltration
ALL-ROUND RUGGEDNESS: Single-piece design allows the self-erecting K72 Style post to be both rugged and flexible and easy to install and remove 
with T-Bar. K-72 Style Post withstands pulling, shear and folding forces. Insensitive to bad weather and temperature differences. K72 Post is manufac-
tured with a unique formulation of materials that allows its re-bound self re-erecting capabilities to automatically reform and maintain a vertical position 
at all times. Recessed collars protect the reflective bands from impacts prolonging reflectivity. T-bar easy installs and removes posts for both 
perma-nent and temporary marking eliminating theft. Optional round base for K72 Style posts is available that can be glue to concrete or asphalt 
surfaces . Base can be permanently bonded to the surface were drilling and anchoring is not suitable allowing the K72 Style post to be easily removed 
and replaced as necessary. Base size 1” x 12” (Part # 4A-C-0400-BASE). 
Average installation time: One man 10 posts per hour / 2 man 20 posts per hour

SECTION IV: SUGGESTED USES
Divide lanes or zones for enhanced traffic safety. Aesthetically enhance urban environments while enforcing areas from vehicle access. Identify 
dangerous areas from access, pedestrian walkways, bicycle lanes, airports, ports and recreational areas.  Available standard and custom colors. Green 
and brown posts are an excellent choice for parks and recreational areas including rural towns that would benefit aesthetic color coordination. K72 Style 
posts pro-vide a long term uniform traffic control system that can be used in all types of road applications. 

Disclaimer of Liability
The information contained herein is based on manufacturer’s data. However, the information is provided without any warranty, expressed or implied. The 
conditions or methods of handling, storage, use and disposal of this product are beyond our control. Therefore, we expressly disclaim any liability for any 
loss or damage, whether direct, incidental or consequential, expressed or implied, for loss, product damage or expense arising out of handling, storage, 
use and disposal of this product. 

Revised / Oct 2019 
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T-bar for installation 
and removal of post

Optional base for hand 
carry & or adhesive bond

(4A-C-0400-BASE)

Ref Description Part Number

1 K71 Traffic Post 4A-C-0405-Color Post+Color Firlm
2 Metal anchor sleeve (For asphalt & concrete) 4A-HDW-0926
3 Nylon reinforcement screen (For asphalt only) 4A-C-HDW-0930-SCRN
4 Post cap (Optional) 4A-0400-CAPS
5 Rubber base (Use for glue down or portable weighted) 4A-0400-BASE-K71/K72
6 Anti-Debris Set Screw (Protect anchor sleeve during post removal) 4A-HDW-0935-M
7 T-Bar use for installation & removal of K71 Post 4A-HDW-0925
8 Wire brush for hole cleaning debris 4A-HDW-1inch-brush
9 Air Pump gun for cleaning hole 4A-ADH-Air-Pump-HT
10 2 Part adhesive for bonding metal anchor sleeve 4A-ADH-HY200R-112-1
11 Replacement nozzle for 2-part adhesive 4A-ADH-HY200-NOZ

INSTALLATION MATERIALS
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