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BENEFITS

Solid Rubber Raised Crosswalk System

US Reflector’s solid rubber raised crosswalk platforms are designed to enhance pedestrian vis-
ibility and encourage traffic calming. By elevating the crosswalk surface, the system alerts ap-
proaching motorists to reduce speed while creating a safer, more defined pedestrian crossing.

The modular design accommodates virtually any roadway width, allowing for full curb-to-curb installa-
tion without the need for excavation.

Surface-mounted system eliminates excavation and minimizes site disruption
Fast, straightforward installation reduces labor time and cost

Modular design adapts to any roadway width for seamless curb-to-curb coverage
Tapered end sections available for locations without curbing

Durable, flexible construction conforms to existing road surface variations
Impact-resistant material maintains shape and performance over time

Integrated reflective markings enhance day and night visibility
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The raised crosswalk is available in two configuration options to meet site requirements and
budget considerations. Both options deliver consistent material performance and controlled
slope transitions in alignment with ADA accessibility guidelines.

Configuration Options:

* Complete Table System:
Features integrated ramps and a flat-top section with an overall length of 9.8 ft, providing a
smooth and continuous transition for vehicles and pedestrians.

¢  Modular Ramp Sections:

Offers a cost-effective and flexible alternative, allow-
ing precise integration with asphalt-built center sections fo
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CURB TO CURB

FIELD MODSIFICATIONS
(cut-to-fit)

TRAFFIC CALMING

V

ONE WAY STREET SPEED TABLE
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DESIGN DIMENSIONS LAYOUT EXAMPLES

) " ) Raided solid rubber crosswalk curb to curb
Raided solid rubber crosswalk with tapered ends

| '
Centered between roadway curbing Fitted “Curb to curb”
Standard Width Configuration 37.2 feet

Pre-configured modular ramp sections form a
raised crosswalk with consistent geometry and
fixed table dimensions (9.8 ft). Edge modules
include a short pedestrian transition ramp to
provide a flush interface at curb lines and elim-
inate trip hazards at sidewalk connections. The
system may be field-integrated with exten-
sion modules when increased table length is
required.

9.8 ft

Modular Extended Configuration (Variable Length)

Extension modules are used to increase the
overall length of the raised crosswalk table beyond
the standard 9.8 ft configuration. Intermediate
flat sections (6.2 ft x 4.9 ft) are installed between
opposing 25.5 in ramp modules to extend the
table length to 14.7 ft or greater, depending on site ,
requirements. Edge extension sections maintain a e
short transition ramp to provide a flush pedestrian
interface where required at sidewalk connections.

4.9 ft
255"

334"

14.7 ft
4.9 ft

4.9 ft

Curb-to-Curb Configuration (Full-Width Installation)

The system is configured for full curb-to-curb ‘ 372 feet

installation, allowing pedestrians to step direct-
ly from the sidewalk onto the raised crosswalk
platform without the need for a transition ramp.
Modules are field-adjusted to fit between curbs,
either by trimming standard sections (6.2 ft x
4.9 ft) or by incorporating extension modules to
achieve a precise fit. This results in a continuous,
flush interface between sidewalk and crossing
surface while maintaining consistent crosswalk
elevation across the roadway.
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CROSSWALK ISLANDS
& SPEED TABLES

DESIGN DIMENSIONS

PART DESCRIPTIONS

1. Tapered Top Left Corner
Tapered Center Extension
Tapered Bottom Right Corner
Straight Ramp Section
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o B e N

Straight Extension Section

SURFACE MARKING OPTIONS

A. Triangle
B. Pedestrian Crossing Line

MODULAR SPEED TABLES

37.2 feet Standard Speed Table Configuration

Pre-configured modular ramp sections form a
raised speed table with consistent geometry and a
fixed overall length of 9.8 ft. The vertical deflection
created by opposing 25.5 in ramps encourages
vehicle speed reduction while maintaining smooth
drivability. The modular system installs directly onto
existing pavement and may be field-integrated with
extension modules where increased table length
is required. Directional approach markings can be
applied to ramp sections to enhance driver
awareness.

18.6 ft

9.8 ft

Modular Extended Speed Table
Configuration (Variable Length)
Extension modules are used to increase the over-
all length of the speed table beyond the standard
9.8 ft configuration. Intermediate flat sections (6.2
ft x 4.9 ft) are installed between opposing 25.5 in
ramp modules to extend the table length to 14.7
ft or greater, depending on traffic calming require-
ments. The extended platform increases vehicle
dwell time on the table, enhancing speed control
effectiveness while maintaining consistent ramp
geometry and ride quality. Directional approach
markings may be applied to ramp sections for im-
proved visibility.

14.7 ft
491t 4.9 ft

4.9 ft
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DIMENSIONS & WEIGHTS

REF | DESCRIPTION Width Length WEIGHT
A | Tapered top left corner 6.2 ft 4.9 ft 330 Ibs
B | Tapered center section 6.2 ft 4.9 ft 330 Ibs
C | Tapered bottom left corner 6.2 ft 4.9 ft 330 Ibs
D | Straight ramp Section 6.2 ft 4.9 ft 330 Ibs
PART NUMBERS
REF DESCRIPTION Arrow & Cross lines Cross lines only Arrow only No Markings

=

A | Top left & bottom right section

8A-PP-TTL-2WS-1A 8A-PP-TTL-2WS 8A-PP-TTL-2WS | 8A-PP-TTL-NM

=

B | Top right & bottom left

8A-PP-TTR-2WS-1A | 8A-PP-TTR-2WS 8A-PP-TTR-1A 8A-PP-TTR-NM

=

C | Tapered center section

8A-PP-TCS-2WS-1A | 8A-PP-TCS-2WS 8A-PP-TCS-1A 8A-PP-TCS-NM

D Extension section

—
ot

8A-PP-SES-2WS 8A-PP-SES-NM

CUSTOM SIZING

All modular components are capable of field modification (cut-to-fit) to suit project-specific
geometry, including tapering roadway widths, curb transitions, drainage and utility or structural
obstructions. Modifications shall be performed in accordance with manufacturer guidelines to
maintain system integrity. Factory or field cutting services are available; additional charges apply.
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